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Schlauchboot Wasserrutsche | Rubberdinghy Slide

Hier erlebt der Besucher
das Gefiihl einer Wildwasserfahrt

Ein Riesen-Spal fiir alle Altersgruppen: Die Rutsche vermittelt ihren
Besuchern das Gefiihl einer besonderen Wildwasserfahrt, allerdings
ohne dabei nass zu werden.

Beschreibung der Attraktion | Die Gaste betreten das Startpodest
und entnehmen ein Boot vom Transportband, das dieses automatisch
zum Start befordert und | egen dieses auf ein freies Startforderband.
Wenn die Bahn frei ist, wird das Startférderband per Operator auto
matisch angehoben. Uber Rol | en wird das Boot nun in die Rutschwan-
ne gel assen, die mit Wasser bespriht wird. Egal ob Wel | enrutsche,
Rohrenrutsche oder Steil rutsche, die Boote durchl aufen den Kanal und
gel angen unten auf einer ebenen Ausl aufzone trocken zum Ausstiegs
bereich. Wenn das Boot zum Stil | stand gekommen ist, | egen die Gaste
das Boot (erneut) auf eine Rol | enbahn und das Boot wird automatisch
wieder vom Transportband zum Start nach oben befordert.

Ausstattungsmerkmale | Die Startforderbander sowie das Ruick-
transportsystem sind extrem niedrig konstruiert, so dass auch-Kin
der bequem die Boote pl atzieren kdnnen. Das Fordersystem arbeitet
vol | automatisch und ist transparent gehal ten, so dass die Géaste
den Transport auch verfol gen konnen. Die Pumpenanl age ist so
konzipiert, dass keine Gerdusche den Abl auf stéren. Das Wasser-
bassin wird dabei automatisch tiberwacht und bei Bedarf nachgefiil | t.
Auf dem Ausl auf stoppen die Boote gl eichmaBig und mit minimal er
Beanspruchung. Die Treppenanl age wird so konstruiert, wie es den
ortl ichen Bedingungen am besten entspricht. Fiir eine Thematisierung
kann das Startpodest individuel | gestal tet werden.

Here the visitors get the
feeling of wild-water canoeing

An enormous fun for all age groups: The wave runner gives your Visi-
tors the feeling of wild-water canoeing (but without getting wet).

Description of the attraction | Visitors step on the start pl atform,
take a boat from the bel t conveyor that automatical | y carry it up to the
start and | ay it on a free start conveyor. When the sl ide is free, the ope -
rator automatical | y | ifts the start conveyor. The boat gl ides on the rol | ers
into the sl ide which is continuousl y sprayed with water. Whether they
are on a wave sl ide, tubul ar sl ide or steep sl ide, the boats run through
the channel and reach a flat slow-down area followed by a dry area and

the getting-off area. After the boat has stopped, visitors | ay the boat
(again) onto a rol | er conveyor, the boat being automatical | y carried to
the bel t conveyor that wil | I'ift it again up to the start pl atform.

Equipment characteristics | The start conveyors and the return sys
tem are of extremel y | ow design so that even chil dren are easil y abl e
to pl ace the boats on them. The conveyor system works ful | y automati-
cal |y and the cover is transparent so that the guests can watch the
transport. The pumping set is designed that no noises disturb the run.
The water basin is checked automatically and refilled if needed. At the
outl et zone the boats stop evenl y and with minimum stress. The stairs
wil | be constructed according to the | ocal conditions. The start pl atform
can be designed for an individual theme.




Varianten | Eine Anlage kann aus gleichen oder verschiedenen Rut
schen bestehen. Hierbei bieten wir Rdhren, Wellen und Steilrutschen
an. Die Treppenanlage kann als Rampe, Treppenanlage mit Podesten
oder Wendeltreppe ausgeflihrt werden. Die Podesthéhe wird im Stan
dard mit 11,70 m oder 9,50 m angeboten.

Aufgrund der vielen verschiedenen Mdglichkeiten einer optimalen An-
lage fiir verschiedene Anspriiche ist eine individuelle Beratung uner-
lasslich, wir beraten Sie gerne persénlich.

Variations | An installation can consist of different or same slides. We
offer the following variations: wave slides, rapid slides with a steep ang -
le or tubes. The stairway construction can be manufactured as ramp,
stairs with platforms or as spiral stairs. The platform height can be
11.70 m or 9.50 m.

Because of many different possibilities for an optimal installation for
different claims an individual discussion is essential. We are pleased to
aadvise you personally.

| Technische Daten

Grundflache bei 2 Bahnen
Podesthohe
Rutschenlange

ca. 82,00 m x 7,50 m
ca. 11,70 m

ca. 58,50 m

ca. 6,50 m x 3,00 m
ca. 20,00 m x 6,50 m

Podestgrolie
Auslauf

| technical data

Ground area for 2 lanes
Platform height

Slide length

Platform size

approx. 82.00 m x 7.50 m
approx. 11.70 m

approx. 58.50 m

approx. 6.50 m x 3.00 m

Outlet zone approx. 20.00 m x 6.50 m



